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Flags (3 bits) 

... Indicates packet segmentation. If this bit is set to 1, a 'segmentation part' will 
follow. ... Only used with packet segmentation; indicates 'more segments'. ... 

www.synapse.de/ban/HTML/PJSO/Eng/PJso8.html - 3k - Cac h ed - Similar pages 



Packets and Segmentation 

3. Packets and Segmentation: Network interface; Routing; Router; packet: 
header; payload; Atypical network packet Frame; ... 

www.csee.umbc.edu/courses/graduate/ CMSC691X/summer99/chapter14/4-Packets.html - 2k - 
Cache d - Similar pages 



User protocol layer 

... known as 'Classical IP", which defines a relationship between standard IP "dot" 
addressing and ATM PVCs, as well as data packet segmentation and reassembly ... 

www.astro.caltech,edu/'-pls/papers/spie-97/node5.html - 8k - Cached - Similar pages 
CSc4Q4 - Oliver Homework # 3 Winter 97 

... (a) In the case of segmentation, is it necessary that each (X-1Hevel packet 
contain a copy of the X-level header? Why or why not? ... 

www.csc.calpoly.edu/'-sro!iver/csc404/homewrk3.html - 5k - Cached - Simil ar pages 
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rPDR CS 294-7: Cellular Digital Packet Data (CDPD) 

File Format: PDF/Adobe Acrobat - View as HTML 

... Network Layer Data Header Compression Encrypted Packet Encryption Compressed Headers 
Segmentation Segment Segment Segment Segment Header Framing ... 

www.sss-mag.com/pdf/1 cdpd.pdf - Similar pages 

[PDF] Microsoft PowerPoint - Internetworking 

File Format: PDF/Adobe Acrobat - View as HTML 

... different addressing schemes - different maximum packet size (segmentation) - 
different network access mechanisms - different timeouts ... 

www.ee. vt.edu/^ee4614ld/internet.pdf - SlmilaLpa^^ 
VME ATM 

... A commercial chip set performs in hardware the segmentation and reassembly of data 
packets, in the AAL5 format (up to 64 kByte long), into/from ATM cells. ... 

www.tsl.uu.se/-Lrg/VME_ATM_htmls/VME_ATM.html - 4k - Ca c hed - S imi lar p age s 



Wormhole IP Talk Transparencies: GigaNet'99 (ICS-FORTH) 

... IP packet segmentation occurs at the original source host, or at the point of first 
entry into an ATM subnetwork; this segmentation is performed by ... 

archvlsi.ics.forth.gr/wormholelP/giganet99_wlP.html - 13k - Cached - Similar pages 

[PDF] Joint Space-Frequency Segmentation Using Balanced Wavelet Packet 

File Format: PDF/Adobe Acrobat - View as HTML 

... The recently introduced double-tree library of bases performs better still, by allowing 
different wavelet packet trees over all binary spatial segments of the ... 

research.microsoft.com/users/cormac/Papers/TV.pdf - Similar pages 

[DOC] APPENDIX : CHARACTERISATION OF NETWORK TFtAFFIC 

File Format: Microsoft Word 97 - View as HTML 

... produced by a person typing), and a significant proportion of longer packets which 
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Segmentation and Reassembly 

... Segmentation and Reassembly. ATM ... video); AAL 3/ 4 designed for packet 
data; AAL 5 is an alternative standard for packet data. 

www.soi.wide,adjp/class/99007/slides/1 4/08, html - 2k - Cac he d - Similar pages 

Se gmentation and Reassembly Agent 

... segmentation and reassembly. A model is like this: There is a connection between 
Node A and Node D. Node 0 generates IP packets. Node 1 receives an IP packet, ... 

www.isi.edu/nsnam/archive/ ns-users/webarch/1998/msg00924.html - 6k - Cached - Similar pages 
[PDF] TS 25.414 

File Format: PDF/Adobe Acrobat - View as HTML 

... 7 5.1.2.1 AAL2-Segmentation and Reassembly Service Specific Convergence Sublayer 
(1. 366.1).. ..7 5.1 .2.2 AAL2 ... 6 Packet switched domain ... 

www.3gpp.org/ftp/Specs/1999-10/for-itu/25414-310.pdf - Similar pages 

rPDH TSG-RAN Meeting #7 TSGRP#7(00)0109 Madrid. Spain, 13-15 March ,■. 

File Format: PDF/Adobe Acrobat - View as HTML 

... Mode CPS Common Part Sublayer CPCH Common Packet Channel CPCS ... Controller SAAL 
Signalling 

ATM Adaption Layer SAR Segmentation and Reassembly SSCOP Service ... 
www.3gpp.org/ftp/tsg_ran/ TSG_RAN/TSGR_07/Docs/Pdfs/RP-0001 09.pdf - S imi l ar pag es 
I Mor e results from www.3gpp.or q ] 

Glossary 

... Segmentation and Reassembly - The portion ... Mux) - A device that allows multiple 
conversations to share a single transmission facility on a packet-by-packet ... 

www.webtorials.com/public/dnagioss/sgloss.htm - 9k - C ached - Similar pages 

Glossary of Netv^orking terms 

... etc. A packet can pass though many routers on its journey to a destination. ... 
ethernet). SAR: Segmentation And Reassembly. An ... 

www-ipg.umds.ac.uk/d.hill/ teaching/rscO/networks/network_gloss.html - 10k - Cached - Similar pag es 
AAL - ATM Adaptation Layer 

... RTT - Round Trip Time - The round trip time it takes for a packet to travel between 
a source and a network ... SAR - Segmentation And Reassembly - Segments the ... 

www2, rad.com/networks/atm_glos. htm - 57k - Cached - Similar pages 

VME_ATM 

... These segmentation and reassembly (SARA) chips require two dual-ported memories 
each. The first one, the packet memory, stores the actual data packet to be ... 

www.tsl.uu.se/-Lrg/VME_ATM_htmls/VME_ATM.htmi - 4k - Cached - Similar p a ge s 

[PDF] Design and Implementation of a High-Speed ATM Host Interface .„ 

File Format: PDF/Adobe Acrobat 

... to the PCI memory to form the CPCS- PDU packet in the host memory. For AAL5, partial 
CRC32 value is returned to the segmentation or reassembly engines for ... 

doi. ieeecomputersociety. org/10. 1 109/ICOIN. 1998. 648440 - Simila r pages 

ATM Forum Acronyms: PS 

... QOS/QoS - Quality of Service. QPSX - Queue Packet and Synchronous Circuit Exchange. ... 
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SAP - Service Access Point. SAR - Segmentation and Reassembly. ... 

www.statslab.cam.ac.uk/--rnA/1/atnn/acronyiTips,html - 9k - Cached - Similar pages 
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Segmentation and Reassembly 

... Segmentation and Reassembly. ATM Adaptation Layer (AAL); AAL 1 and 2 designed for 
applications that need guaranteed rate (e. g., voice, video); ... 

www.soi.wide. ad.jp/class/99007/slides/14/08, html - 2k - Cached - Si mil a r pages 

Segmentation and Reassembly Agent 

... Segmentation and Reassembly Agent. ... I just started learning simulation on ns. I would 
like to make an agent who can handle segmentation and reassembly. ... 

wvw.isi.edu/nsnam/archive/ ns-users/webarch/1998/msg00924.html - 6k - Cached - Similar pages 
rpon TSG-RAN Meeting #7 TSGRP#7(00)0109 Madrid. Spain. 13-15 March „■ 
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... FP Frame Protocol RACH Random Access Channel RNC Radio Network Controller SAAL 
Signalling ATM Adaption Layer SAR Segmentation and Reassembly SSCOP Service ... 
www.3gpp.org/ftp/tsg_ran/ TSG_RAN/TSGR_07/Docs/Pdfs/RP-0001 09.pdf - Similar pages 

[PDF] TS 25.434 

File Format: PDF/Adobe Acrobat - View as HTML 

... 97). [2] ITU-T Recommendation 1366.1 Segmentation and Reassembly Service 
Specific Convergence Sublayer for the AAL type 2 (6/98). [3 ... 
www.3gpp.org/ftp/Specs/1999-10/for-itu/25434-310.pdf - Similar page s 

[ More results f rom www.3gpp.org ] 

Glossary 

Glossary. SAR - Common abbreviation for Segmentation and Reassembly. SAR-PDU - 
Information (a PDU) that conforms to the specifications ... 

www.webtorials.com/public/dnagloss/sgloss.htm - 9k - Cached - Sim ilar pages 

ATM Adaptation Layer 

... As the higher level PDUs may in general be of an arbitrary size, so one of the two 
sublayers in the AAL is responsible for segmentation and reassembly (SAR) of ... 
www.cs.ucLac.uk/staff/S.Bhatti/D51-notes/node42.html - 10k - Cached - Similar pages 

[ppTi ATM 

File Format: Microsoft Powerpoint 4 - View as HTML 

... ATM Network Architecture. ATM Adaptation Layer (AAL) Segmentation and Reassembly 
(SAR) sublayer: AAL - Type 2; Carries Class B Services; ... 

www.cse.dmu.ac.uk/'-amp/ppt/Atmlect-ppt - Similar pages 

[POP] Layers of The ATM Model Layers of The ATM Model 

File Format: PDF/Adobe Acrobat - View as HTML 

... Segmentation Reassembly Sublayer (SAR) „. 19 lec #13 Sprjng2000 4-25-2000 Segmentation 
and Reassembly Sublayer(SAR) Segmentation and Reassembly Sublayer(SAR) ... 
meseec.ce.rit.edu/eecc694-spring2000/694-4-25-2000.pdf - Similar pag es 

[PPT] CECS47Q 

File Format: Microsoft Powerpoint 97 - View as HTML 

... Segmentation Reassembly Sublayer (SAR). 3-bit cell Sequence Number (SN). ... 
Segmentation 

and Reassembly Sublayer(SAR). SAR-PDU Format for AAL 3/4. ATM. Cell Header. ... 
meseec.ce.rit.edu/eecc694-spring2000/694-4-25-2000.ppt - Similar pa ges 
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... The ATM Subscriber Access Handler - Network Interface Controller (ASAH-NIC) provides 
the segmentation and reassembly functions for AAL5 and non-AAL5 traffic ... 
doiJeeecomputersociety.org/1 0. 1 1 09/ICOIN. 1 998.648440 - Similar pages 
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